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Livestock building energy upgrading/renovation

Practical recommendations

Heat stress is envisaged to occur more frequently and severely throughout Europe, leading to serious economic
losses, hence there is a need to adapt livestock buildings to the climate change. Livestock stakeholders recommends
for regions where the weather conditions are extremely variable and the buildings heating/cooling needs are
demanding, that upgrading/renovating livestock buildings is a rational choice for an energy efficiency improvement
investment. It is also crucial to start analysing the energy consumption in every supply chain and operation on
livestock farms.

Figure 1: Ceiling insulation of old 
pig stable using polyisocyanurat 
(PIR) (source: Recticel Insulation) 

Livestock production buildings should provide an indoor temperature range in which animals have to use a minimal
amount of energy to keep their body temperature constant and to maximize production and animal welfare,
especially to avoid heat and cold stress. When focusing separately on the building design, the most important
problem is related to the cost of heating and cooling. Heating is the largest direct energy consuming activity for
confined livestock buildings, accounting for around 90% of the total consumption, followed by ventilation and
lighting. On average 17% of the energy consumption per kg of pig meat was allotted to fossil fuel for heating, which
is proportionally equal to broiler production [1]. One of the most wasteful direct energy parameters is heating
and/or cooling of livestock buildings, which is a fact derived from the interaction with more than 1000 stakeholders
in 8 European countries during the AgroFossilFree project. The reason is related to obsolete conditions of
ventilation systems, building envelopes, heating systems and lack of automatic climate control installations.

Main results / outcomes

Further information
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Renovering/opgradering af stalde for energioptimering

Practiske anbefalinger

Varmestress forventes at forekomme hyppigere og mere alvorligt i hele Europa, hvilket fører til alvorlige
økonomiske tab, og derfor er der behov for at tilpasse bygninger for husdyrproduktion til klimaændringerne.
Interessenter indenfor husdyrproduktion anbefaler for regioner, hvor vejrforholdene er ekstremt varierende, og
bygningernes opvarmnings-/afkølingsbehov er krævende, at opgradering/renovering af staldbygninger er et
rationelt valg for en investering i energieffektiviseringsforbedringer. Det er også afgørende at begynde at analysere
energiforbruget i hver forsyningskæde og drift på husdyrbrug.

Figur 1: Loftsisolering af gammel 
svinestald ved hjælp af polyisocyanurat
(PIR) (kilde: Recticel Insulation)  

Bygninger for husdyrproduktions bør have et indendørs temperaturområde, hvor dyr skal bruge en minimal
mængde energi for at holde deres kropstemperatur konstant og for at maksimere produktion og dyrevelfærd, især
for at undgå varme- og kuldestress. Når man fokuserer separat på bygningsdesign, er det vigtigste problem relateret
til omkostningerne til opvarmning og køling. Opvarmning er den største direkte energiforbrugende aktivitet for luk-
kede staldbygninger, der tegner sig for omkring 90 % af det samlede forbrug, efterfulgt af ventilation og belysning. I
gennemsnit udgjorde fossilt brændsel til opvarmning 17 % af energiforbruget pr. kg svinekød, hvilket er forholds-
mæssigt lig med niveauet for slagtekyllingeproduktion [1]. En parameter med størst direkte energispild er opvarm-
ning og/eller afkøling af bygninger til husdyrproduktion, hvilket er en kendsgerning, der stammer fra interaktionen
med mere end 1000 interessenter i 8 europæiske lande under AgroFossilFree-projektet. Årsagen er relateret til
forældede teknologier for ventilationsanlæg, klimaskærme, varmeanlæg og mangel på automatiske klimaanlæg.

Hovedresultater
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